
Installation Guide: Artificial Turf



STEP 1: Demolition

- Remove existing surface using SOD cutters.

- Cap all sprinkler heads or cap existing valves to eliminate 
future flooding  and leakage.

- Verify that all areas are graded away from any structures.

- Install composite bender board to create desired design.



STEP 2: Base Preparation and Compaction
- Install at least 3 inches of base material 

to allow adequate drainage and to 
decrease future weeds.

- Wet road base to allow base mixture to 
properly settle.

- Compact base material to create a smooth 
surface.

- Install a permeable weed barrier over 
base to prevent weeds from breaking 
through perforated turf backing.



STEP 3: Turf Installation
- For best results, face turf direction towards main point of view.

- Align turf to desired edge and trim (leave 1 Inch, excess can be 
tucked or trimmed).

- Use “S” seams when joining two sections of turf together.

- Using “S” seams decreases unwanted visible seams.

- Use kicker to eliminate any bubbles or creases in turf.



STEP 4: Securing Turf

- Secure edges of turf using 
nails spaced every six inches.

- Prevent grass blades from 
being tucked under nail by 
separating fibers before driving 
nails to final setting.

- Use “U” shaped staples, seam 
tape/ glue along seams for 
best results.

- Finish securing inner sections 
of turf, using nails separated 
at appropriate lengths.

- Trim and tuck edges to create 
a flush transition.



STEP 5: Infill and Groom

- Spread 1-1.25 lbs/sqft of infill (silica sand or 
zeolite) evenly across entire artificial turf area.

- Use power brush to settle infill and cause grass 
blades to stand up.

- Remove any excess debris from surface.



Contact us today and let us take care of your 

Artificial Turf Needs!

Toll FREE: (800) 275-2154

Visit us on the internet at – QHIINC.COM


